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SUMMARY

In order to simplify and accelerate calculation procedures for com-
ponent or over-all cycle performance of gas-turbine engines, a series of
curves was prepared relating the parsmeters affecting each engine com-
ponent. These curves are based on the thermodynamic properties of air
and combustion gases for a hydrogen-carbon ratio of 0.167, which is gen-
erally applicable for jet-engine fuels. The effects of variations in
specific heat during each process in the components are alsoc included.
The curves cover a range of flight Mach numbers from zero to 3.0, com-
Pressor pressure ratios from 1 to 30, turbine-inlet temperatures from
1500° to 3000° R, and afterburner temperatures from 2800° to 3500° R.
Except for extreme cases, the curves are accurate at a hydrogen-carbon
ratio of 0.167 to at least 3° R in temperature and 1 percenmt in pressure
ratio, fuel-air ratio, and specific thrust. For hydrogen-carbon ratios
considerably different from 0.167 (in the range from 0.1 to 0.2), some-
vwhat larger errors are possible. The curves are adequate, however, for
nearly all cycle or component analyses and reduction of experimental data
for gas temperatures up to 3000° R. For gas temperatures in excess of
3000~ R, the curves should be used with caution, because the effects of
dissociation were neglected. Procedures required for performance evalua-
tion are explained for both uncooled engines with no conpressor bleed
and for engines utilizing both compressor bleed and turbine cooling.

INTRODUCTION

Procedures available for accurate cycle caleulations to determine
engine performance depend on the use of tables or charts of the thermo-
dynamic properties of air and combustion gases. Calculations made in
this manner are usually cumbersome and time-consuming. In order to sim-
plify and accelerate calculation Procedures, a series of curves was pre-
pared and a calculation procedure devised to provide a quick and accurate
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method of determining component or engine performance for gas-turbine
power plants. Desirable features of graphical solutions, in addition to
simplicity, are that the method used be sufficiently accurate and that
the methods be adaptaeble to a wilde variety of components and operating

conditions.

Graphical solutions employed by previous investigators (refs. 1 to
3) served the purpose intended, but different solutions are desirsble
when accounting for turbine cooling in component or engine performance.
In addition, the effects of varigble specific heat were not included in
reference l. VWhile in some cases the effects of variations in specific
heat are small, greater accuracy is obtainable if the effects of varia-
tions are included, particularly for processes where ‘the change in tem-
perature in the process is large. In references 2 and 3, corrections
were used to account for specific-heat variations, but the performance
of several components was often grouped together so that it is difficult
to evaluate the performance of a single component or to calculate engine
performance where part of the compressor alr is bled for turbine cooling
or other purposes. The charts in reference 4, which include effects of
variations in specific heat, provide an accurate method for cycle or
component analysis; but the use of simple curves for graphically obtain-
ing the performance of each component can greatly simplify the calculation
procedure. For this reason the data presented in reference 4 were used
for the preparation of curves in this report. These curves provide a
quick and accurate method of obteining component performance. By com-
bining the component performsnces cbtained graphically, the over-all
cycle performance is easily obtained. Calculation procedures were devised
for a wide variety of operating conditions that include most modes of en-
gine operation including bleeding of the compressor for turbine cooling
or other purposes.

The range of variables covered by the curves are flight Mach numbers
from zero to 3.0, compressor pressure ratios from 1 to 30, turbine-inlet
temperatures from 1500° to 3000° R » and afterburner temperatures from
2800° to 3500° R. In addition, charts are provided so that either adia-
batic or polytropic efficiencies can be considered in the compressor and
turbine.

PREPARATION (F CHARTS

This section presents the calculation methods required for preparing
the curves used for grephical evaluation of engine components. (The
equations used in this section of the report are not needed in order to
use the curves; they are only needed to obtain the curves.) In all cases
where either one or several equations specify the relation between ‘the
variables involved in a specific process, numerical values were assigned
to all but one of the variasbles. The unknown quantity was then computed



NACA TN 3335 3
'

using the appropriate equations, and the curves were constructed. The
symbols used throughout the report are defined in appendix A, and the
numerical subscripts refer to the stations in the engine shown in
figure 1.

Ram Temperature and Pressure

The enthalpy rise due to ram can be expressed by

2
Vo
by - by = 555 (1)

By expressing velocity as a function of flight Mach number, equation ('1)
becomes

M2y RT
hc')'ho=_9'§g1LQ (2)

By using charts in reference 4 to convert from enthalpies to tem-
peratures and obtaining the ratio of specific heats from reference 5,
the ram tempersture ratio can be calculated. There is no change in total
temperature between stations O and 1 (see fig. 1 for station locations);
therefore, since T, = T}, equation (2) can be used for calculating 6,

0
which is defined as

T1

6 = 518.7 (3)

Figure 2 shows 6, plotted against flight Mach number for a range of
altitudes at NACA standard temperature.

The isentropic pressure rise due to. ream can be obtained from the
following equation, which is derived in appendix B:

r 2oy . @
2 _ & (% %) (4)

where the values of @4 and @, correspond to values of hy and h,

respectively, from equation (2) and can be read from charts in reference
4, The isentropic ram pressure ratio is plotted against flight Mach num-
ber in figure 3 for a range of standard temperatures at altitude.
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Compressor Work

Based on adiabatic compressor efficiency. - The compressor equiva-
lent specific work is defined as ’

by by - by (5)

6 8

and the adiabatic efficiency of a compression process is defined by

h! - h!

e TRy B

Combining equations (5) and (6) results in an equivalent specific work
parameter defined as

Ml Bpa - By (7)

6y - 6

Given values of inlet temperature T]'_ will result in corresponding
values of hi and ‘Pi, which can be read from the charts of reference 4.

For various values of compressor pressure ratio pé/pi and the following
equation derived in sppendix B,

t
03,1 - % = 3 1a(22) (8)
1
values of <Pé’i can be calculated. Using values of the isentropic
enthalpy hé, i at the compressor discharge corresponding to values of
%,i permits calculation of the compressor equivalent specific work
parameter from equation (7) for ranges -of 'pé/p]'_ and 6,. The results
of these calculations are presented in figwe 4.

Based on polytropic compressor efficiency. - To cbtaln the compres-
sor equivalent specific work as defined in equation (5), values of en-
thalpy are obtained corresponding to the inlet temperature T:'L and the

value of ‘Pé. The value q’é > Which is a function of compressor pressure

ratio pé/p]'_ and polytropic efficiency G, w is calculated from the
following equation (see appendix B):
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1

R . (P2 Coe
® -9 =7F h(g{) (9)

Comparison of equations (5) to (9) shows that a single curve can be
used for representing the compressor equivalent specific work as a func-
tion of compressor pressure ratio and inlet temperature for both adia-
batic and polytropic efficiencies by use of the proper ordinates and
ebscissas. Thus, the results of the calculations for compressor work
based on polytropic compressor efficiency are also presented in figure 4.
An additional set of curves is provided at the top of the figure for

1

1 1 1 1 nc,“’ s
quick conversion from pz/pl to (pzlpl) for representative values

of polytrople efficiency TlC,-' In order to eliminate the necessity for
interpolation for values of 'qc not given on the curve, the upper ab-
scissa can, of course, be easily calculated from given values of nc -

and PZ/pl

Compressor Temperature Ratio

Equation (5) can be written

2y, 1%
h— 9

(10)

”flp

By conversion from enthalpies h' +to temperatures T', the compressor
temperature ratio can be expressed as a function of the compressor equiv-
alent specific work and the compressor-inlet equivalent temperature.

Such a relation is expressed graphically in figure 5.

Fuel-Air Ratio

The total fuel-air ratio at the burner exit for a combustion process
that includes the effect of fuel burned in a previous combustion process
is derived in appendix B:

= (B18)

9, - ()« LBk

z =7

a
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where
X = ht - T
2,8~ B,a
h? - h? 4+ Y - Ut
Y = A,B A,a 1yh,B 1lrh,cr,
- h! - h!?
A,B A,a

PAp tYhp "
B

For the case where there was no fuel burned previously, (f/a)m = 0, and
equation (B18) can be written

7z =1 -

w(E), = % (11)

To obtain an equation similsr to equation (11) for the case of two or
more combustion processes in series, equation (B18) can be rewritten as

@) -2 (12)
where ’
. B -E
B =—Fm (13)
a 1+(§) Y

The use of the term Y is involved only for two or more combustion
processes in series, as would be the case with an afterburner. It has
been found that, for afterburner-outlet temperatures up to 3500° R 3
afterburner-inlet temperatures from 1500° to 3000° R, and a hydrogen-
carbon ratio of 0.167, ¥ ® 2.9 with a maximum variation of 5 percent.
In equations (11) and (12), the value of Y is multiplied by the fuel-
air ratio at the inlet to the second burner (which will generally be
0< (f/a)a' < 0.05) and then added to 1. By assigning a constant value

of Y = 2.9, the maximum error in totel fuel-air ratio up to stoichiometric
will be less than 0.2 percent. ;

Equations (11) and (12) and the charts in reference 4 were used to
obtain figure 6, with the appropriate subscripts for stations shown in
figure 1. Figure 6 is a plot of the product of the combustion efficiency

end fuel-air ratio 1y , :‘5(:E'/a.):5 or Ty s S(f/a)"l plotted against
6= »o=
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burner-inlet equivalent temperature 6, or 6g with burner-outlet tem-

perature T} or Té as a parameter for two values of burner efficlency

(e small effect in the type of plot used). For the subscripts used in
figure 6, the fuel air-ratio designated (f/a)* is defined

. ©) -
() = T+ oD,

It should be noted that the burner efficiency g does not have to be

the same for the first and second burners. In addition, the fuel-air
ratio at station 5 may not be the same as the fuel-air ratio at station
3 because of the addition of bleed air to dilute the gases.

(14)

Figure 6 was obtained from calculations in which it was assumed that
the fuel temperature was 540° R and the hydrogen-carbon ratio H/C was
0.167, resulting in a fuel lower hesting value H of 18,562 Btu per
pound of fuel. Fuel temperature has a negligible effect on fuel-air
ratio. Each 100° R increase in fuel temperature will decrease the fuel-
air ratio about 0.3 percent. For values of H/C different from 0.167,
the fuel-air ratio can be closely aspproximated by dividing the fuel-air
ratio cbtained from figure 6 by the quantity 0.670 H/C + 0.888. This
correction factor was obtalned by determining analytically that the value
of Z 1in equations (11) and (13) can be very closely approximated by
the expression

Z = Zg/o - 0.167 (0-670 z+ 0.888) (15)

Zor hydrogen~carbon ratios from 0.1 to 0.2 and for burner-outlet temper-
atures from 2000° to 35000 R. The maximm error (0.4 percent) occurs at
a hydrogen-carbon ratio of 0.1l at a burner-outlet temperature of 3500° R.

Turbine Temperature Ratio

The turbine temperature ratio 94:/ 93 is a function of the turbine

work and the specific heat of the gas. The turbine equivalent specific
work is defined as

Abj b - By
95 - 93

(16)

e e e A e~ & -
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This equation can be rearranged to the form

By use of equation (17) and the charts in reference 4 for converting from
enthalpies to temperatures, the turbine temperature ratio 94/ 6z can be

calculated for a range of turbine work values. In addition, both temper-
ature level, designated by 6z, and fuel-air ratio will affect the tur-

bine temperature ratio because of their effect on the specific heat of
the gas. The results of calculations for turbine temperature ratio are
plotted in figure 7 against turbine equivalent specific work Ah,i,/ 6z for

a range of fuel-air ratios (f/a)z from 0.0l to 0.04 and equivalent
turbine-inlet temperatures 6z from 3 to 6. If mnecessary, the curves
can be used for values of fuel-air ratio less than 0.0l by extrapolation.

Turbine Work

Based on adisbatic turbine efficiency. -~ The adiebatic efficiency of
an expansion process is defined by

h: - b}

LA T T

4,i

(18)

The combination of equations (16) and (18) results in an equivalent spe-
cific work parameter of the same general type as the one used for the
compressor :

Abp By - Db 4 ' (19)

mos O3

Using the following equation derived in asppendix B,

4
R 4
JWELISS mC—Q (20)

and a procedure similar to that used for obtaining the compressor work
curve based on adisbatic efficiency, curves in figure 8 were calculated
and plotted. For the turbine there is one additional variable, fuel-air
ratio, that must also be accounted for because of its effect on specific
heat of the gas. The effect of fuel-air ratio is handled in the same
way in figure 8 as it was in figure 7.
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Based on polytropic turbine efficiency. - The relation between tur-
bine pressure retio and tuwwbine work for the case where polytropic tur-
bine efficiency is used is handled in & manner similar to that for the
compressor, except that -equation (16) and the following equation are

utilized:
Ty
, R, (%) 7
3

Equation (21) is derived in appendix B.

From these calculations, a plot (fig. 8) can be used for expressing
turbine equivalent specific work as a function of turbine pressure ratio
for a range of turbine-inlet temperature and fuel-air ratio for both
adiabatic and polytropic turbine efficiency in a manner similar to that
used for the compressor.

Specific Thrust

Convergent-divergent nozzle. - The gross thrust from a jet nozzle
is expressed by )

W
F = ra v, (22)

vhere V7 1is the axial component of the Jet velocity. For most cases

the nozzle divergence angle is low enough that radial components of ve-
locity can be neglected. As shown in reference 6, a divergence angle of

15° would result in an axial-velocity loss of only 112'- percent. The jet
velocity can be obtained from the expression

V7 = {2a3(n} - 1) (23)

The exhaust-nozzle efficiency is defined as

My = F‘g_a (24)

Combining equations (23) and (24) results in

V7 = f2e3(bg - by 5)n, (25)
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where h7,i is the static enthalpy that would be obtalned with an isen-
tropic expansion. This value corresponds to ‘the value of ?7,1 cbtained
from the following equation derived in appendix B:

(p'
R 6
®4 _¢7,1_31n—7) (26)

By combining equations (22) and (25) end remembering that wg = wy, &
gross speclfic thrust parameter can be obtalned:

h! -
_F__ | _6_;“1&> (27)
Vg f0gTy | & %

Values of this parameter were calculeted for a range of pressure ratios
across the jJet nozzle, where it was assumed that p; = py. Both fuel-

air ratio and temperature level affect the specific heat of the gas and
therefore have an effect on the gross thrust perameter. In figure 9
curves of the gross specific thrust parameter F*/ws :\/esqn at a fuel-

air ratio of 0.0l are plotted against the exhaust-nozzle pressure ratio
pé/po with equivalent exhaust-nozzle temperature 6g as a parameter.

The effect of fuel-alr ratio different from 0.0l may be accounted for by
a correction factor C, vhich is defined as

F
g N
=== (28)
g NP6
Convergent nozzle. - For a convergent nozzle, the meximum velocity

is sonic and the minimm pressure at the nozzle exit is the critical
pressure. For expansion ratios across the nozzle Pé/PO in excess of

the critical pressure ratio (gbout 2) the gross thrust results from both
Jjet velocity and pressure forces and is expressed by the equation

c

Vg
F=-—5"+4; (p7 - p) (29)
For expansion ratios less than the critical, there are no pressure

forces; therefore, the thrust is calculated in exactly the same manner
as for a convergent-divergent nozzle. The discussion here will consider
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only the case for supercritical pressure ratios. For a supercritical
pressure ratio across a convergent nozzle, the Jet velocity at the
nozzle exit is sonic and can be calculated from

Vg = Av78RT; (30)
where the static temperature T; at sonic velocity cen be obtained by
iteration from the expression

TR,

hg - by = —z3 (31)

Approximately the same accuracy can be obtained, however, from a simpler
iteration of the expression

2
T, = Té(m (32)

where the ratio of specific heats 7 is read from reference 5, and the
eveluation is made by iteration for the mean temperature (Té + T7) /2.

The thrust obtained from pressure forces is a function of the
nozzle-exit static pressure pg, which is a function of the nozzle effi-

ciency as defined in equation (24). The procedure for calculating pq

is as follows: The isentropic enthalpy at the nozzle exit is determined
from the total temperature at station 6, the static temperature at sta-
tion 7 as determined from equation (31) or (32), and equetion (24) for
nozzle efficiency. Converting temperatures or enthalpies to values of
® and use of the following equation (derived in appendix B)

J
ps gz (% -9 )

R
— =g 33
= (33)
provides a method of evaluating the exhaust-nozzle-exit static pres-
The flow area of the exhaust nozzle can be written
W W-RT
7 77
A = = 34
17 0¥ T piVq (54)

Combining equations (29), (30), and (34) and remembering that wg = Wy
yield an expression for gross specific thrust:
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i RT
_F__=_1_Yl+_7(1-£9> (35)
Wgnles NPel &8 V7 P7
where
P pi/P
o _ J7 (36)

27 P2
Values of the gross specific thrust for a convergent nozzle were calcu-
lated for ranges of exhaust-nozzle pressure ratio pé/po » equivalent
temperature 6g, and fuel-air ratio (f/a)g. In figure 10 curves of gross
specific thrust F*/wga/0g &t a fuel-air ratio of 0.01 and 65 of 3.0
are plotted egainst exhaust-nozzle pressure ratio pé/po with exhaust-

nozzle efficiency 1, a8 a parameter. The effects of fuel-air ratio
and equivalent temperature may be accounted for by a correction factor

C +which is defined as
F

vg A%
= (37)
Ws 49—6

This correction factor is independent of expansion ratio.

C =

At pressure ratios up to somewhat higher than the critical pressure
ratio, the thrust is the same for both convergent and convergent-
divergent exhaust nozzles. For this reason, figure 9 is applicable for
both types of nozzles up to expansion ratios of 2.0. Since a different
type of correction factor is required for the convergent nozzle at ex-
pansion ratios less than 2.0, the curves in figure 10 are terminated at
that point.

ACCURACY OF CURVES

A1l the curves (figs. 2 to 10) were obtained from calculations that
made use of the charts in reference 4. The charts in reference 4 are
easily read to within 1° R for dry air and to within 2.5° R for combus-
tion gases with a hydrogen-carbon ratio of 0.167. For a fuel hydrogen-
carbon ratio of 0.167, the accuracy of the curves presented herein is
somewhat lower than that in reference 4 and is generally limited by the
scales on the figures, except for figure 7 (dealing with the turbine)
where somewhat larger errors are occasionally involved becsuse of
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necessary falring to obtain readily usable cwrves. In all cases the ac-
curacy is generally better than that obtaineble for experimental data,
is generally as good as or better than slide-rule accuracy, and 1s com-
pletely adequate for nearly all cycle or component analyses. For fuel
hydrogen-carbon ratios different from 0.167, larger errors sometimes oc-
cur, wvhich will be discussed later. The effects of dissocliation at high
temperatures were neglected both in reference 4 and in this report; con-
sequently, the curves should be used with caution at gas temperatures in
excess of 3000° R.

The following teble lists the maximum errors in each of the curves
for a hydrogen-carbon ratio of 0.167; in general, the accuracy is better
than that Indicated:

Figure | Engine Maximum error
component
2 Inlet 3° R
3 Inlet . 1 Io’ercent
4 Compressor® 2-:2!'- R
5 Compressor | 3° R
6 Burner?® 0.1 To 0.5 percent
7 Turbine® 3° R In reading
10° R In curve fairing
8 Turbine® 1 Percent
9 Nozzle® 0.5 Percent
10 Nozzle? 0.3 Percent

85ee comments in discussion following.

o
The possible error of 2% R in figure 4 refers to the reading error
in the turbine equivalent work parameter. The scale on the figure per-

mits reading to a value of Ah'o to within 0.5 Btu per pound, which
corresponds to approximately 2% R.

As stated in the section on PREPARATION OF CHARTS, approximations
were made in the calculation of fuel-air ratio. In general, all the ap-~
proximations are of smaller magnitude than the reading accuracy in figure
6, which, of course, varies along the scale with the best percentage ac-
curacy at high fuel-air ratios. For single combustors the maximum error
in fuel-air ratio after applying a correction for hydrogen-carbon ratio
is 0.4 percent at a hydrogen-carbon ratio of 0.1. Such a low value of
hydrogen-carbon ratio is of little interest, because most hydrogen-carbon
fuels lie within the range of 0.14 to 0.19, with the average for turbojet-
engine fuels very close to 0.167. For two or more conmbustors in series -
such as for an engine with an afterburner - the value of the quantity Y
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varies as much as 17 percent from the value of 2.9 used in equation (14).
This variation in 7Y, which occurs at a hydrogen-carbon ratio of 0.1, re-
sults in a maximum error in calculation of total fuel-air ratio of only
0.7 percent. In addition, this error is in a compensating direction to
other errors caused by hydrogen-carbon ratio, so that the total error due
to hydrogen-carbon ratio (as affecting both Z and Y) is on the order
of 0.3 percent. .

In figure 7, for a hydrogen-cerbon ratio of 0.167, the curves are
accurate to within the reading asccuracy for all equivalent inlet temper-
atures at a fuel-air ratio of 0.01, and at all fuel-air ratios at an
equivalent inlet temperature of 4. Slight errors can exist at other com-
binations of inlet temperature and fuel-air ratio. The maximum error at
& hydrogen-carbon ratio of 0.167 is 10°R » Which oceurs for, a fuel-air
ratio of 0.04 at an equivalent inlet temperature of 6 and an equivalent
turbine work of 72 Btu per pound.

For hydrogen-carbon ratios different from 0.167, additional errors
can occur. For the hydrogen-carbon ratio range from 0.1 to 0.2, the
maximum combined errors, which occur at high turbine work, high temper-
atures, and high fuel-air ratios, cen result in errors up to 22° R. For
current Jet-engine fuels (0.14 < H/C < 0.19), this meximm error is
18° R, occurring at high hydrogen-carbon ratios.

The turbine pressure retio, plotted in figure 8, is also affected
by hydrogen-carbon ratio. Again, the largest errors occur at high values
of turbine work, turbine-inlet temperatures, and fuel-air ratios. The
meximm errors in the pressure ratio p i/p:}’ are listed in the following

table for a range of hydrogen-carbon ratios:

H/C Meximum error
in Pi/P‘-%:
percent
0.10 -5.6
4 -2.8
.19 1.2
.20 2.1

The reason for the difference in the values of the accuracy for the
two nozzle curves (figs. 9 and 10) in the first teble is that the curves
are extended to lower values of equivalent thrust for the convergent-
divergent nozzle (fig. 9). At these lower numerical values, the scale
readings can result in reading errors of a larger percentage. In many
cases the correction factors C and C in figures 9 and 10 can be neg-
lected, because the magnitude of the correction is often less than the
reading accuracy of the curves. Slight errors also result from use of
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hydrogen-carbon ratios different from 0.167. These errors are largest
at high temperatures, high fuel-air ratios, and large expansion ratios.
For a range of hydrogen-carbon ratios from 0.1 to 0.2, the maximm er-
ror is a little less than 1 percent in figure 9 and about 0.4 percent
in figure 10.

USE OF CURVES AND CALCULATION PROCEDURE

The curves can be used for calculetion of component performance as
well as over-all engine performance. The discussion of the use of the
charts deals with engine performence for both turbojet and turboprop en-
gines; from this the use of the charts for component performance is
obvious.

For many applications consideration is not given to bleeding air
from the compressor for cooling or other purposes. For this case the
calculation procedure is greatly simplified. In this discussion, there-
fore, the procedure for the, case with no bleed and no turbine cooling is
described first, and in the following section the procedure that accounts
for compressor bleed and turbine cooling is described.

Cycle Calculations without Compressor Bleed or Turbine Cooling

Compressor-inlet conditions. - The compressor-inlet temperature,
glven by the equivalent temperature .65, can be read as a function of

£light Mach number and flight altitude from figure 2. The isentropic
pressure ratio for the inlet diffuser p(')/po can be read as a function

of flight Mach number from figure 3. There is a very slight effect of
inlet temperature (as influenced by altitude) on this pressure ratio at
high Mach numbers. The pressure ratio at the inlet to the compressor is
obtained from the equation

1
—_— = (58)
Po Po Pé

where pi/p(') is the ram recovery and is a function of the inlet diffuser
configuration and the £light Mach number.

Compressor work and temperature ratio. - The method of determining
compressor work differs depending on whether an adisbatic or polytropic
compressor efficiency is used. In both cases, however, the work is read
from figure 4. For the case where an adiabatic efficiency is used, the
compressor work parsmeter 1pAhl/6; is read as a function of the
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pressure ratio Pé/P]'_ and 6, from the figure. In this case the
equivalent specific compressor work is calculated from

ﬁ Nete (39)

91 81

L
o

For the case where a polytropic compressor efficiency is used, two
procedures sre possible. Starting with the compressor pressure ratilo
1

pi/p{, the value of (pzlpl)nc"”
corresponding to the polytropic efficiency e, and from this the
eg_uiva.lent specific compressor work / 6. can be read directly for
the proper value of inlet equivalent tempera.tm'e 91. In order to elim-

inate the possibility of having to interpolste for values of efficiency
1

can be obtained from the top curve

1
LR not given on the curve, the term (pé/p]'_) Ceo can be calculated,
2
and then the value of Ahr‘:/el can be read from the curve.

After determination of the equivalent specific work Ahd./ 6, wusing

either adiabatic or polytropic efficiency, the compressor temperature
ratio 62/91 can be read from figure 5 as a function of equivalent spe~

cific work Ahd/ 6, end the equivalent inlet temperature 6.

Primary-burner fuel-air ratio. -~ The fuel-air ratio is obtained
through use of figure 6 for a specified turbine-inlet temperature Té 3
where

62 = 01 Z—]z- (40)
and
£ B 2-3(")
( ) ‘113 2-3 (41)

As stated previously, figure 6 was obtained for a hydrocarbon-
carbon ratio H/C of 0.167. It 1s possible to closely approximate the
fuel-air ratios that would be obtained for hydrogen-carbon ratios dif-
ferent from 0.167 by dividing the value of fuel-alr ratio obtalned from
the curve by the gquantity 0.670 H/C + 0.888.
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TurboJet-engine turbine work and temperature ratio. - The total tur-
bine work is equal to the compressor work plus friction and accessory
drive work. The turbine specific work can therefore be written

Ahd
y Bpg—+W
Ah']'.' 91 (42)

% o A0

vwhere W is the total of the specific work of the accessory drives and
friction in Btu per pound of compressor-inlet -air. Generally, W can be
neglected.

Using the value of specific turbine work from equation (42), the
fuel-air ratio (f/a)z, and the equivalent turbine-inlet temperature 63,

the temperature ratio across the turbine 6 4/ 63 can be read from figure
7. For values of fuel-air ratio that are less than 0.01, the fuel-air

correction lines can be extended for extrapolation. Normally, however,
the range covered is adequate.

Turbojet-engine turbine pressure ratio. - The method used to deter-
mine the turbine pressure ratio depends on whether adiabatic or poly-
tropic turbine efficiency is used, but figure 8 is used for the.evalua-
tion in either case. For the case vhere adisbatic efficiency is used,
the work parameter Ah,l',/ !]TGS is calculated from the equivalent specific

work Ah:f/ 0z and the adisbatic efficiency np. Using the proper velues
of the equivalent turbine-inlet temperature 6z and the fuel-air ratio
(1’/8.)5 , the pressure ratio P,;'_./Pé is read directly from figure 8.

For the case where polytropic efficiency is used, the pressure ratlo
can be read directly from the curve, or interpolation for turbine poly-
tropic efficiency can be eliminated by a simple calculation. In either

case the quantity (Pi/Pé)nT’m is first read from figure 8 that corre-
sponds to the equivalent tuwrbine work Ah,]':,/ 93 » equivalent turbine-inlet
temperature 6z, and fuel-air ratio (f/a)z previously calculated. The
pressure ratio pi/;pg can then be elther calculated or read from the
curve corresponding to the proper polytropic efficiency.

It has been assumed in the discussion that the turbine work was a
known quantity and that it was desired to calculate the pressure ratio.
This will not always be the case. The curves can also be used for cal-
culating turbine work or turblne efficiency from component tests.
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Total fuel-air ratio for turbéjet engine with afterburner. - From
equation (14) it can be seen that

(ff)s = (5)5 + (E)*[l + 2.9(2)5] (43)

where the term (f/a)* is obtained from figure 6 for corresponding values

of equivalent burner-inlet-temperatures 6. = 6,, burner-outlet tempere-
5 4

ture T!, and burner efficiency 18,5-6° For the case where there is no

bleed air, (£/a)s = (£f/a)z. If the hyﬂrogen-carbon ratio H/C is dif-

ferent from 0.167, the fuel-air ratio can be closely approximasted, as
exXplained previously, by dividing the value of (f a.%' read from the
curve by the quantity 0.670 H/C + 0.888.

Turbojet-engine thrust with convergent-divergerrh exhaust nozzle. -
The specific jet thrust is primarily a function of the pressure ratio
across the nozzle, the gas temperature, and the nozzle efficiency. To
a smaller degree the fuel-air ratio also affects the thrust. The pres-~
sure ratio across the nozzle Pé/Po is calculated from

1 4 1 } ] t 1
Py =B, 3451 5 1 51 5% (24)
0 00 <1 *2 *3 4 *5
where the pressure ratios Pé/Pé: pé/pi, and pé/pé, for the primary

burner, the diffuser downstream of the turbine, end the afterburner, re-
spectively, are assigned values, usually based on experimental data. )

The gross specific thrust corrected to 6}e‘l’. nozzle conditlons can be

evaluated from figure 9 as a function of D}/py, 64, and (:13'/&.)6 , where
T — (45)
Vg IJ Y6 “esnn
For the case where there is no afterburner,
64
% =04 =% 7 (46)

and

(D = (2 ;e
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The net specific thrust corrected to compressor-inlet conditions is

;51\;?1 - T%_I{Jag[l + (%);l%‘/—a% - 1.523 Mo,\m,‘} (48)

. Turbojet-engine thrust with convergent exhaust nozzle. - For values
of Pé/PO <2.0, the Jet thrust is obtained in exactly the same manner

as for a convergent-divergent nozzle. For values of Pé/PO > 2.0, the
quantity F*/ugsf0g is read from figure 10 as a function of pé/po and
N,- The correction factor T is read as a function of 65 and (£/a)g.
The gross specific thrust corrected to Jet nozzle conditions is

- -]
F__g§g-->% ) (49)

o NOs Vg AlPs

The speclific thrust corrected to compressor-iniet conditions is calcu-
lated by equation (48).

Turbojet-engine specific fuel consumption. - The corrected thrust
specific fuel consumption in pounds of fuel per hour per pound of thrust
is

£
oo _ 250 ¥ 3600(’5)6
Py 4f1 91( Fy )
w1 N1

Turboprop-engine turbine work, pressure ratio, and temperature
ratio. - The pressure level at the turbine exit p‘l is usually a set

value that is determined by the amount of jet thrust desired or the am-
bient exhaust pressure. This pressure and the turbine-inlet temperature
are then the primary factors determining the turbine work. The turbine
pressure ratlo is obtained from

(50)

I
' o4
Eé E H 'Po  § (5]')
e
H ]
PoPo P P

The twrbine work is then obtained through use of figwre 8 for either adi-
abatic or polytropic efficiency. The temperature ratio across the tur-
bine 1s obtalned from figure 7 and the turbine work.
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Turboprop-engine shaft power. - The specific shaft power is obtained
from the difference between the turbine power and the compressor power
with allowance given to gearbox efficiency:

w;8; 550 69 a/3 3 1

Turboprop-engine specific fuel consumption. - The corrected brake
specific fuel consumption in pounds of fuel per horsepower-hour is

£
3600 wp 3600(5)5

B g B
10

BSFC = (53)

Cycle Calculations with Compressor Bleed and Turbine Cooling

The use of the curves is the same whether air is bled from the com~
pressor or not; consequently, their use will not be further discussed.
The essentlal difference between the calculstions with compressor bleed
and those without is in accounting for variations in mass flow through
the engine and temperature variations due to mixing air in with the hot
gas or removing heat through the turbine blades.

Many of the effects due to mixing of cooling air with the exhaust
gases and the heat that is removed because of cooling are of very small
magnitude. Several methods are possible for handling the calculation
procedure:

(1) It cen be assumed that air used for cooling each stage is dis-
charged into the exhaust gases at the exit of the stage and becomes part
of the working gases for the following stages. For this case there is
also a heat reduction due to cooling of the working gases through the
stage. This heat is restored at the siage exit when the cooling air
mixes in with the working gases. The gas temperature at the stage
exit is reduced, however, by dilution from the cooling air. There is
also a mixing pressure loss when the cooling ailr mixes with the gases.

«{(2) It can be assumed that the turbine is divided into a section of
cooled stages and a section of uncooled stages and that all the air used
for cooling is mixed with the working gases at the exit of the cooled
stages, with the attendant wmixing losses, dilution, and restoration of
heat that was glven up by the blades to the cooling air.

(3) Since the cooling air is discharged from the blades at a low
energy level relative to the working gases, it is questionable that much



NACA TN 3335 21

additional turbine work can be obtained from the cooling air in succeed-
ing twrbine stages. Any work that might be obtained could possibly over-
come mixing pressure losses. Based on these conditions, it would appear
feasible to assume that all cooling air mixes with the working gases at
the turbine exit, so that no turbine work is obtained from the gases,
but the air is avallable for Jet thrust.

(4) It could be assumed that the accuracy of the calculations does
not warrant the inclusion of effects of heat rejection from the blades
to the cooling air or the effects of additional pumping power on the
cooling air as the air passes through the turbine rotor. For this case
the only effect of bleeding air for cooling purposes would be a decrease
in mass flow of the working gases in the turbine relative to the mass
flow in the compressor.

In the calculation methods presented herein it was felt that knowm
effects on engine performance should be included where possible. For
this reason the effect of turbine rotor cooling-air pumping power is in-
cluded. In addition, provision is made to include the effects of heat
rejection from the turbine blades to the cooling air. In many cases,
particularly for the turbojet engine, however, this heat rejection has
a negligible effect on engine performance; consequently, the user
of the curves presented can omit all heat-rejection terms if he so
desires. The methods presented neglect any positive work that might
be obtained from the cooling air (assumption (3)), because it is ques-
tionable 1f work obtained would be greater than mixing and other losses
that may be Involved. Experimental data concerning this effect on tur-
bine performance are presently lacking. If the user of the curves wishes
to lnclude the effect of work obtained from cooling air on turbine stages
following the cooled stage, alteration of the equations given is a rela-
tively simple matter. The total turbine power would be handled by indi-
vidual stages rather than lumping all the stages together.

In the discussion of calculation methods that follows, only the por-
tions of the procedure thet are different from the case without the com-
pressor bleed or turbine cooling are discussed. In addition, it should
be stated that the use of the curves is not limited to the calculation
methods presented herein. The curves are equally useful for other en-
glne cycles which also involve burners, compressors, turbines, or exhaust

nozzles. As an example, the curves could also be used for cycle analysis
of ducted-fan englnes.

Compressor work and temperature ratio. - The compressor-work for the
case with bleed is the sum of the work on the main body of air passing
through the compressor (Ah&/ﬂl) (wl - wb) plus the work on the air that
is bled off for cooling or other purposes (Ahyl/6)(w,). The values of
A'b.é/el and Aht;/ 91 are obtalined from figure 4 and correspond to the
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pressure ratios p3/p{ and pi/p{, respectively. If the bleed air is
bled from the compressor discharge, then pf,/pi = pé/pi, and the com-

pressor work is calculated in the same manner as explained previously
for Cycle Calculations without Compressor Bleed and Turbine Cooling.

Values of compressor temperatyre ratio eb/ 6, and 92/91 are read
from figure 5 corresponding to the compressor equivalent work velues

Ah.t')/el and Ahé/el, respectively.

Turbojet-engine turbine work, turbine temperature ratio, and tur-
bine pressure ratio. - For the case where there are cooled stages in the
turbine, the temperature of the gases will be reduced by the removal of
heat due to cooling. The reduction of ges temperature due to heat re-
moval can be closely epproximated by

AD = 0.00638 - (54)
w3
Because of the small megnitude of this correction, a refinement for
varistions in specific heat due to- temperature level and fuel-air ratio
is not warranted. For most purposes, sufficient accuracy is obtained by

assuming that the entire heat removal takes place at the turbine inlet;
then

93,r =63 - &6 (55)

The effect of heat removal on the efficiency of a simple gas-turbine
cycle is discussed in references 7 to 9. Reference 7 considered removal
of heat both at the inlet and exit of the turbine stage. Since the heat
removal occurs in the boundary layer, it is doubtful whether the main
working fluid is affected until after the blade row. Probably the most
accurate solution, therefore, would be removal of half the heat before
the stage due to stator cooling and removal of the other half of the
heat after the stage due to rotor cooling. Calculations show that the
final results are affected only slightly wherever the heat rejection is
assumed to occur; and the calculations can be simplified, particularly
for multistage turbines, by assuming that all heat rejection occurs at
the turbine inlet.

Actually, the effect of heat removal on air-cooled turbojet engines
is negligible, so that for most purposes calculations do not require the
use of terms involving AP. This conclusion is somewhat at variance with
the results in references 7 to 9, because umpublished calculations con-
ducted at the NACA show ‘that the heat rejection due to turbine cooling
is only from ome-third to one-half that calculated by the method of ref-
erence 7. The terms required for consideration of heat removal are
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included in the equations herein, and 1t will be left to the user of the
curves to decide whether the heat-removal terms should be included in
his calculations.

The equivalent turbine work is obtained from

2
W, t W ' U w
( w':;)Ahc 0 b 2by T R
1

03,r ~ (s6)
T £ ¥p
83,r{1 + /sl -
1
where
Wp = Wg,R * Wg,8 * Voy (57)
2
Ur ¥a R
and T Wy is the total cooling-air pumping work for all the cooled

stages in the turbine rotor.

In equation (56) it is assumed that all bleed air is bled from the
sane point on the compressor. By the use of additional terms in the
numerator, it is obvious that it would be possible to account for com~
pressor bleed at various points in the compressor. As an example, assume
that the overboard bleed air was bled from the compressor discharge while
the rotor and stator cooling air were bled at the pressure ratio ;pt',/pi.

For this case, the equivalent turbine work would be

2
A\ Ahd W W, Ayl Up W,

, 91(1-ﬁ+_°_")9_+e(3:3+h5)9 + LR g
e S Vi Wi/ 6 Vi W1/ 8 & W

03,r 93,:-[1 * (g)s]( ) %)

The turbine temperature ratio 0 4/ 95 r and expansion ratio p i/pé
2

(s62.)

are read from figures 7 and 8 corresponding to the value of Ah,]':l/es .
obtained from equation (56). For the case where cooling air from the
cooled turbine is mixed with the working fluid gases downstream of the

turbine, the temperature downstream of the cooled turbine is given by
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4,r

o) B (3250 5 o G- )

T1+(£)3](-:—2)+—$ et

(s8)

where

Oy

,1' 93 ,1' (59)

64 =03

A slight approximation is involved in equation (58) by assuming constant
specific heat throughout the equation. This assumption has a negligible
effect on the final results.

Total fuel-air ratio for turbojet with afterburner. - The total
fuel-air ratio 1 calculated in the same manner as for Cycle Calculations
without Compressor Bleed and Turbine Cooling using equation (43). For
the case with compressor bleed, however, the fuel-air ratio at station 5
is different from that at station 3, as shown in the following equation:

(i)s (-%)

(—) - W W (60)
-—] a,R + Za,5
w1 w1 1
and with a cooled turbine
05 = 64 1 (61)

Turbojet~engine thrust. - The gross specific thrust corrected: to
exhaust-nozzle conditions is obtained in the same manner as for Cycle
Calculations without Compressor Bleed and Turbine Cooling. The net spe-
cific thrust corrected to compressor-inlet conditions is given by

e ([ )] (- 2) TR ) 2wl

(62)
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TurboJet-engine specific fuel consumption. - Applying a correction
to equation (50) for the air bled from the compressor,

W W
36002) I_E.*.._aé.'.._a.é
3600 wp 6

. 0¥ W (63)
TSFC = = 63
F
Fy A1 6. X
L\w, A6
1 N1

For afterburning engines, (£/a)g 1is obtained from equations (43)
and (60). For nonafterburning engines,

®,6-=)

()
a, W W
6 1 Wb B.ZR &!S

(64)

Turboprop-engine turbine work, turbine temperature ratio, and tur-
bine pressure ratio. - The turbine work and temperature ratio are cal-
culated by the same method as in the section Cycle Calculations without
Compressor Bleed and Turbine Cooling, except that for a given turbine
Pressure ratio pi/pé the resulting specific turbine work is Ah,'r/ 93,1. ’

where 03 ,vr 1s obtained from equation (55). It is more important to

include the effects of heat removal from the gas due to cooling for a
turboprop englne than it is for a turbojet engine.

Turboprop~engine shaft power. - The specific shaft power is calcu-
lated from

1

w61 T
2
e [T, z)] ) PO O A\ PO B e 9 B
55007, 3 w1/ 3T 03¢ Wi/ 181 wy 167 Twq &

Turboprop—engine specific fuel consumption. - Applying a correction
to equation (53) for air bled from the compressor s

3600 w 3600 _f?_) (1 - ‘:E)
BSFC = £ g/sy 1 (66)
T T T, (&
1 wle
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TTIUSTRATIVE EXAMPLE

The details of a numerical example are presented herein to explain
more clearly the use of the charts for evaluating the performance of a
turbojet engine with variocus types of compressor bleed. The example
chosen uses 3 percent of the compressor air for cooling the turbine sta-
tor blades and 3 percent for cooling the turbine rotor blades. This air
is bled from the compressor at a pressure ratio of 3.0. Overboard air
is bled from the compressor discharge and is assumed to be 1 percent of
the compressor-inlet air.

In the determination of the turbine work, consideration is given to
the amount of heat removed from the gas stream due to cooling and also
to the work required to pump the cooling air from the rotor hub to the
tip of the turbine rotor blades. The amount of heat removed from the
gas stream per pound of gas Q/w3 was computed and found to be 4.84 Btu

per pound. Friction and accessory drive work were neglected. The flight
conditions and engine specifications are summarized as follows:

Altitude, £t -~ | 50,000
Flight Mach number MO 2.0
Ram recovery pi/pé 0.85
Cooling-air-bleed pressure ratio P’t;/Pi 3.0
Compressor pressure ratio p3/pi 6.0
Primery-burner pressure ratio pg/pé 0.95
Tail-cone diffuser pressure ratio pifp] 0.95
Afterburner pressure ratio pé/pé 0.90
Heat removed from combustion gases by

rotor and stator cooling, Btu/sec Qfwrz 4.84
Ambient temperature, °R To 390
Turbine-inlet temperature, °R T3 2500
Afterburner temperature, °R T& 3500
Turbine tip speed, f£t/sec Up 1200
Friction and accessory drive work W 0
Turbine rotor cooling-air-flow ratio |w, ,R/wl 0.03
Turbine stator cooling-air-flow ratio wa,s/wl 0.03
Overboard-bleed ratio Yoyl 0.01
Primery-burner efficiency g 2.3 0.98
Afterburner efficiency nB:S-G 0.90
Compressor adisbatic efficiency e 0.88
Turbine polytropic efficiency 7, o 0.85
Convergent-divergent nozzle efficiency M, 0.95
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The numerical example is presented in tsbular form:

a7

Quantity to Quantities, equations, Numerical value
be evaluated and curves required of quantity
being evaluated
61 Mo, altitude, and fig. 2 1.354
p4/2q My, altitude, and fig. 3 7.86
nedbd/64 01, p3/p{, and fig. 4 83.0 Btu/1b
antfo. ngohl/6,, 1y, end eq. (39) 94.3 Btu/1b
nelby /64 61, p}/p{, and fig. 4 45.5 Btu/1b
A /64 Nclby/61, ng, and eqg. (39) 51.7 Btu/1b
05/64 6., Ah3/6;, end fig. 5 1.738
62 61, 65/61, and eq. (40) 2.353
8,/64 6y, &by /6,, and fig. 5 1.408
8 61, 6,/6,, and 6, = 8;(6,/6;) -1.906
g 2-3(f/a)z| 63, T4, and fig. 6 0.02030
(£/a)z g 2-37 T, 2- 5(f/a)z, and eq. (41) |0.02071
AP Q/w5 and eq. (54) 0.03
6 T4 and 6z = T3/518.7 4.82
03 r 93, A9, and eq. (55) 4.79
vy Ta,8/V1s Va,8/%15 Voul¥1, 0.07
and eq. (57)
At/ 05 . 015 /W15 Wg B/, Wy gy, Woulwy, | 27.70 Btu/1b
Ahd/el: Abb/el: Up, 93 T2 (f/a.)s,
and eq. (56a)
94/93’1, 93 ST (f/a.)s, Ahlii/es r and fig. 7 0.817
84 94/93 rs 93,1-, and eq. (59) 3.91
O4,r 045 By A9, Wy, Wg B/ g gfwy, [3.83
Unp, (f/a)3, = 0.25, and eq. (58)
85 5 = 64 3.83
pi/Pi Bo3/85 19 O3 1 o (£/2)s, 0.364
and fig. 8
(£/a)s5 (£/a)3, wp/w1, wa r/¥1, Ve, gfv1, 0.01946
. and eq. (60)
1p,5-6(£/2)" |65, T4, np 5., and fig. 6 0.02736
(£/a)* T8,5-65 MB,5-6(f/a)", and 0.03040
(2/e)* = = 1g,5-6(£/2)*/ng, 5.6
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Quantity to Quantities, equations, Numericel value
be evaluated and curves required of quantity
being evaluated
(£/2)g (£/a)s, (£/a)*, and eq. (43) 0.05156
p&/Po py/Pgs P1/p4s Py/e1s /Y, Bifps, | 11.85
pi/ps, Di/pL, and eq. (44)
0g T4 and Og = Tg/518.7 6.748
F*/vg A/esqn p4/pgs Og, and fig. 9 56,98 (1b)(sec)/1b
c p&/po, (£/8)g, and fig. 9 1.009

F/ug Ag F*[wg APgNg, C» Ty, snd eq. (45) 56.04 (1b)(sec)/1b
FN/wl/fO_]-_' 81, 85, To» Mg, (£/a)g, F/vg Aog, 78.2 (1b)(sec)/1d
w15 Wa.,R/wli wa.,S/wl’ and

eq. (62)
TSFC (£/2)gs 015 WofWys Wy g/W1s Vg gfity, | 1.736 1b/(hr)(1b)

Fy/w1 4[61, and eq. (63)

CONCLUDING REMARKS

Curves were developed and analytical procedwres were devised for a
rapid graphical evaluation of engine or component performance for both
turbojJet and turboprop engines. The calculation procedure permits eval-
uation of the effects of compressor bleed for turbine cooling or other
purposes. The use of the curves is not limited to the calculation meth-
ods presented. The curves are equally useful for other engine cycles
involving burners, compressors, turbines, or exhaust nozzles. As an ex-
ample, the curves could also be used for cycle analysis of ducted-fan

engines,

The curves were calculated for a fuel hydrogen-carbon ratio of
0.167, which is generally applicable to Jet-engine fuels, and effects of
variations in specific heat are included. Except for extreme cases, the
curves are accurate at this hydrogen-carbon ratio to at least 3° R in
temperature and 1 percent in pressure ratio, fuel-air ratio, and specific
thrust. For hydrogen-carbon ratios considerably different from 0.167 (in
the range from 0.1 to 0.2), somewhat larger errors are possible. The
curves are adequate, however, for nearly all cycle or component analyses
and reduction of experimental data for gas temperatures up to 3000° R.
Since the effects of dissociation were neglected, the curves should be
used with caution at gas temperatures in excess of 3000° R.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics
Cleveland, Chio, October 21, 1954
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APPENDIX A

SYMBOLS

The following synmbols are used in this report:

BSFC

Ql

area, sq ft

brake specific fuel consumption, 1b/hp-hr
thrust-correction factor for convergent-divergent nozzle
thrust-correction factor for convergent nozzle

specific heat at constant pressure, Btu/(1b)(°R)

gross thrust, 1b |

net thrust, 1b

uncorrected thrust, F/C or F/C, Ib

fuel-alir ratio

(f/a)s - (f/a)s
1+ 2.9(f/a);

acceleration due to gravity, 32.174 £t/sec2
lower heating value of fuel, Btu/lb
fuel hydrogen-carbon ratio

horsepower

T

enthalpy, Btu/lb, defined by f
400° R

cp daT
mechanical equivalent of heat, 778.2 :f‘t-l'b/B'bu
Mach number

pressure, 1b/sq £t

heat rejection, Btu/lb
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R gas constant, £t-1b/(1b)(°R)
T temperature, °R
TSFC thrust specific fuel consumption, 1b/(hr)(1b)
U tip speed, ft/sec
v velocity, ft/sec
v specific volume, cu ft/lb
W specific work of accessory drives and friction, Btu/lb
W flow rate, 1b/sec
1 - h!?
X b e B} o Btu/1b
1 - h! + U - t
Y hA:B Ao Wh,B *EL@
h! - h!
A,B A,a
h: . +¥ o, ~h
z 7. A8 " Yhp L, Btu/1b
B
T ratio of specific heats
1 component efficiency
e ratio of total temperature to NACA standard sea-level tempera-
ture, T'/518.7° R
P density, Ib/cu.ft
T
? —?,_,'—i ar, Btu/(1b)(°R)
400° R
(h - hy) (1 + g)
¥y t/a » Btu/1b
Subscripts:
A dry air, zero fuel-alr ratio

a

cooling air
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B burner
b total air bleed, or bleed point on compressor (see fig. 1)
Cc compressor
£ fuel
G gearbox
i igentropic or ideal
n exhaust nozzle
ov overboard bleed
R turbine rotor
r after heat removal or replacement
8 turbine stator
T turbine
a,B any arbitrary stations
) small stage or polytropic
2’%’2’?’ stations in engine (see fig. 1)
IV IV .
Superscript:

stagnation conditions

31
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APPERDIX B

DERIVATION OF EQUATIONS USED IN PREPARATION OF CHARTS
Isentropic Compression or Expansion

For an isentropic process, the general energy equation is

J dh = v dp (B1)
where
dh = ¢, 4T (B2)
For a perfect gas,
pv = RT ) (83)

By combining equations (Bl) to (B3) and integrating between the in-
let statlon o and the exit station B,

T
8
R P
%E ar = 3 111(55) (34)
Ta
By defining
T
P = f % ar (B5)
400° R
equation (B4) becomes
R, (B
(¢B -0 )i =73 ln(za) (B6)
vwhich can also be written
J
P Py - @)
—B_ R ( B Yo'l (87)
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Compression with Constant Polytroplc Efficlency

The polytropic, or small stage, efficiency for a compression process
1s defined

0w = % (B8)
= J:PddT (9)

Combining equations (B3), (B5), and (B9) and integrating between
stations o and B result in

1
L}
% - P = % 1n@—§> o (B10)
which cen also be written
L 5
¢, = -
(29 AL (B11)

Expansion with Constant Polytropic Efficiency

The polytropic, or smell stege, efficiency for an expansion process
is defined

o0 = %—i- (B12)
=% & (B13)
v dp

Combining equations (B3), (B5), and (B13) and integrating between
stetions o and B result in

7,0
P J
®y -0, =3 1n(,75) (B14)
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which can also be written

= e (B15)

(p )"T:‘” % (¢B - q:m)

Fuel-Air Ratio

The quantity of fuel required for a combustion process between sta-
tions o and B can be calculated from the following heat bealance,
which includes the weight of fuel w that has been burned in a pre-

£,
vious combustion process:

(wp g - Ve o) (1B E +he) = (v, + wf,ﬁ)hé - (w, + wf,a,)h&, (B16)

Letting
£_
a Wy
h' - h? .f_') ]
v ( ! A,B)[l +(a A
h,8 ~ T
©)s
? ? f
(hCL - hA,(L) [l +(;) ]
o= =
h,a ~

(E
al q .

equation (B16) can be reduced to the form

h - h! + P! .l
(hA 5 _ hA )l:l +(£) A’B h-?:av - h]-;-lJB h}d:!
(E) = (i) + ! ” o A8 A J
&/g  \#/qg Ng B - By g =¥, g +the
(B17)

By defining groups of terms as follows:

X = h! - h!
A,B A,a
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equetion (B17) becomes

T ' t -
v 8,8 " "at¥nps Ve
1 - ht
hA,B hA,a.
h: , + ! h
pog . Ap{ Yhp " Br
\Tig

(B18)

6 -0, L8

a a 'qBZ
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{A la¥ge working oopy of this ochett may be obtained by

8, « Primmry-hurnar and afterbirner fuel-air ratio,

using the request card bound in the back of the repoet.)
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Turbine pressure ratio, p!/p! for adiabatic efficlency
L k.1

113 AT 0 mA e 2E IR v K 4
LTI T 2 1 ] [ aNn 9
ARANEL T L L n 3 5 "3
-9 NENRHAN O SZRMNESD .-‘ Hb i1
X X D .y ™ A N E 3t b
4 M X e b H "
o IAN K - IlT:‘”u : K| i
ST F n . . XM F
I : AT 70 I 23K
THAT -+ . 7 - TS Sanx
T RN Ny Y K i -
F el 0 E‘. i
Y - -] T
-6 nie erH O : [N e u
I s REtE 4
D 9 T s
.sh : R XL L 5 t - nnmami n
; T AAE A > 1.0 £ ;
r 3 It P X Ly X 2
.. £K M AR XN AMEEE A RAN LS/ AMNARA SRR S
) 4 8 12 18 20 24 3 A K ) T 8 5 1.0
ABETT F .r : 7 A
. . AN AND = 4
nEuE - TEE X -
Rrise |
CH xxn T A
33 -+ X E H
.40 - H-11-H 8 s 3 =
-
= H B EITTE 4 -
- T N3 TITEEFECETE [ a .
el o NZEKK l-/.\ s E : rr_—f 'r 2
2aE g eiNdEEATRY
= F _ ~ Tt y,
32 D M S A -
F i - 2 .l 4 ‘/ v, A
L 1 o 3 V. y. £ V.ar.
2817 N . = i A A LA 3
. _:E-L ‘A ", A
" +] >N N o 7. v
24 - TR : ivar.
i f A 1A o
T . T 1 ¥4 AV,
20 nmn nN N A9k
E )] N iA 3
“1 13 \f/a"k.l A 1’ /‘ T3t EL T
.18 - e b F + T 1 - z
top-Hadd st [--ejett-ebi e nat .k :
1ou} Hri # =114 .
T - { T r s
Y 11 Tl
DA NG A : u O 2 00 N 3 FELEE : i H
24 28 32 36 40 44 48
.
-20 FTTER E T TIFLE 3
13} + - (000 RN AIRTE 1
H EEF EF x 5 AR}
b 21 e E o , A
-1817 UEUAU AN RN d R IV ANP ey ARY AT LA L
Km J313 i e REREE H " Yoo A AN A E AT .
ER H n SN . E X - L A7, 3
18 4
- (= KRN t ot R y 5 I
':'*':. ) : AN . X rERY. nwe
- Y / 3
Fi{For polytroplok+t M 3 i E i
e 1 ) v |-
T ot S i 7. ¥ 11 E = 7]
M A | i -qﬂ: ] = 4 KT @ IN7, Le B 8. 3
A} . e, = F
.t2 " IR i o b .“ " 'y -
N\ T i LTITTE - 3 o
- EANCEE KA Y MY RN f T
A ™ mE gy N v u
-10 P+ ) E ] H FANEV.XY, A3 4Q
1. RN 3 A A 1A E
- e N e, T T T
.os [j¥or adiabatiof it A anwar.e ¥ S " ;
T . 3 J
efficienay 2n! T A d e b R
» 1 ; -
T S i " L] 7isrd I i r;'L.-
L'} t £ s Kl ~ ARy =
= A, (f/a) AR - ;i 7 G R 13 i
[ W 3 H BN = rd - F, ra 3 lF'f'
08 . [} 7 o = 3 . 1 1L J w3 e X
A = *F _pb' 41 -] a2 _I,,I_-r -4
5] il CLrE g 3 B T
1 & 4 31 K B i L ¢ T
] . T O P 3 n oy TE
1 - = £ 339 1
48 o2 66 64 o8 7z

Turbine equivalent work Turbins pressure ratio, pi/p}
parameter Ll nTG for
3 for polytropic efficiency

turbine equivalent work
Abq/6s  for polytropic
effliciency

Figure 8. - Turbine work and preassure ratio. (A large working copy

of this chart may be obtained by using the request card bouni in
the back of the report.)

43

—_———————————



NACA TN 3335

1.6

. 1
T Y P 9o g J-IrE1 3 19 3~ 5 03 iy ot [ Tt 1 e ot b gt 1 o "EET. e e
1o B -1 E T 34 A Tt TRt A L e
= F REREIE L L 1 By o I B EI e P L1l
. o ﬁ 1+t LT3 SrE e T3 A P T R T
Y T L T = SCRITET T x = CETT T o T e g ey B o o I A A B e R R
RSES T LRI P o AL T R A - - i B = RERZREARERZ HE: w g
A F L F A LT F + N 1T FF 1] = CF R AT VR T B ¥ 3
NN ARE R NE SN N m RE ™ 1 TR T B G PP T ST I 1"
R LT _ﬁ 3 suxld HED SAVEVYNEUEAEENEERY P F
SNERENALRNARAE 410 11 15 n r B EREEIERAEND T Er Tt i3 HEr EH
EE T R 1T 11 = AEREREN RSP EE S O] 1~ -] =
T 4 P A A 33 o a = “TH1H o ;
H.l‘l..l. =S w 2 2 T T »‘u - L BN REN AR $ 1= LT
“EIETE = T = Y ] T " 1 11 SRS ED ] - = » T
L1 M L1 BT k ] g = -1 = 2
maRIARASENE -1 1 =D s 0 Sl as
A dEY Y1 b N g e g R T IR e D ™ - IEEEDEE M
EE L T r T CELT N 1= - 17177 1T - -1- 111
E NEAREENEIACINE ] T = = o » 3
111 T HET IS A} p 1T 531 0 O O - FITE
HEAR RN E By 5 e 3 N 6 il . - - A KD T =TT T
- - TR T 17 1 I - o LECED . Tk T LT ElE
A T P LR EEF LT, 7 5 - Tl PN
L E T EF T E R EE T T IO T = d NEFR % 5 IS 1 I i DK
] - o o X - HEEENNER
o o ° e AIF RENG T E
= 2 K] . 1 .
N F 3 N R Bl L ]
= s t -f - 3
0 J0308F wopjoexOp) B |F- HENE 4 T
m.. > ENE I T T
11" 0 [ = KARHNSEERY 0
it T t - T I L A
- A1 A3 s . L I-1 - -
IEREFRINENENS ARNEN |r_. _ -
° T3 ] T LT E I
TTETITTTT T e B H X : - .
GO RUMT NG U T T = T T T YAEEENS ? TG -
e e L v Kl Rl 0 et I O Y p 1 : ; C1TE K
i t ot -+ - ot |-
AT-E 4 dAHENN - «Lhlae b ANENYN .._ /' | N . 1 N
o 41 = L L J.1 HS b A
% W R gy = 5 = - ! T o 2 N 1T T TTTET
RS SRS FETE a e IRENEEE 7 . T4 TTLHITE I TE
LT NN T L, il G i T e E B T PR i ) > "]
EF v E AT [ '] EEEEN RN o wy T
BEM = - T HAHBENR: N ) T T
ALY M T1IEICE N T T T 1 - n T "
g 3 o G2 I T R M 5 I 11k g i i r g F T I AN = =~ 4
- 1] ] N N D g ‘|- TE B 0 X -1~ RREN i F LN SJLERH -
e R LE ANENE MNE DM E il s B U O I S i R i3
FHU-T- NS T e g T Tt 1 TSN T 1y HANNHE
L TTE m _ 2T v T T q1r g D O g g g 11N 52X %
Y LT - T30 F = F1711 TIECE 11 N . i T
- \WHEAN NN Fe M ey H FI 1 ] 11 WA
- = 2= oy o= e
H = o ENSEN NS HBRER = E ! 3
T TIENNNEAT T T B e e A
n S TTTTLEER g N EEr RN AEE NG T - Ly " T ] n ~ ©
P P O TLEIEE T % ] T T ] T J o O 1 B "
o 18 T . HRG M MR [ T X i -
TIE(: e un C N DF e~ HE g S TTITT: ARK y
ey L = EET 31 + . ARG B B ki
] = " = T LTS R E FT " L > o T T -
wam) TTTETr e T "I N o 1 - "
B M e 3 T : : : 11 » z
E N : ] S AR =l XN i G C
- MANEESD FL T —f h . — — MEAYAREANE EEEN
E s H BEE 1 2 . LI T A5, _J AT g BNES 3 1]
o o - © 3 o o o [ o S N E -t : - - =il
© © a o a o o . . = =] N ITEEEN -ToF =
N T R 1~
u -+ td-H1- 1= -+ B = + -
USg /N On/xa R TR AR

‘ renomexed semagy ofIFoeds queTBATNBI

46

N L] 3 L.
< < L] n n L

9% 9 /yir ¢ xoqeumnired 38manyy ofFToods guerEATHDE

Exheust-nozzle pressure ratio, pé/po

(A large working

quest card bound in the baok of the

copy of this chart may be obtained by using the re

report.)

Figure 9. - Specific thrust for convergent-divergent exheust nozzle.
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